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Section 3

Steel Pipe Clamps Part # 360

Riser Clamp

SIZE RANGE: 3/4” to 24" inches.

MATERIAL TYPES: Carbon Steel

FINISH: Black, Galvanized, or coated to customer specifications.

APPLICATIONS: For bare or insulated pipe to stabilize pipe or insulation material. Can be used to hold
insulation on vertical lines to minimize insulation slippage.

MAXIMUM TEMPERATURE: 650°F ( 343°C)

ORDERING: Specify pipe size, part number, name and finish.

Load (Ibs)  Weight (Ibs) » Dimensions (inches)

sve | ioad Weight R e e
34 220 1.1 87/s *16x 1 3sx 17
1 220 1.1 87/ 6% 1 Jsx 11
1 250 1.6 10 *16x 1 sx 1
1'% 250 1.6 10 '/a 6% 1 Jsx 1'%
2 300 17 10 '/a 16% 1 Thex 1 ')
2'n 400 1.9 114 Yax 1 nex 12
3 500 1.9 1138 Yax 1 hex 122
3'n 600 2.3 1278 Yax 1 'ax 2
4 750 24 12778 Yax1 hx2
5 1500 3.6 1334 Yax 12 hx 2
6 1600 4.0 14 3/4 Yax 12 x2
8 2500 7.6 18 112 Sgx 11 Sigx 2 '
10 2500 11.1 20 /4 3sx 2 Ssx 2 '
12 2700 16.5 2234 2x 2 Slsx 2 '
14 2700 17.7 24 2% 2 sx 2 '
16 2900 30.4 26 Slsx 211 3ax 3
18 2900 33.8 28 Sigx 21 34x 3
20 2900 35.0 30 Sigx 21 3/ax 3
24 3200 82.0 36 /4 3ax 3 18X 4

* Based on Allowable stresses shown in the ASME Code for Pressure Piping
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