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Section 3 

Pipe Size 
Maximum  

Load Weight 
Rod  
Size  

A 
B C 

Rod  
Take Out 

E 
Adjustment 

F H 
450° F 

3/4 730 0.51   3/8 3 5/8 4 1/4 2 7/8   1/2 2 

1 730 0.58   3/8 4 4 11/16 3 1/4   5/8 2 

1 1/4 730 0.64   3/8 4 7/16 5 1/4 3 5/8 7/8 2 

1 1/2 730 0.72   3/8 4 3/4 5 3/4 4 1/16 1 1/16 2 

2 730 0.85   3/8 7 7/16 8 11/16 6 1/2 1 5/8 4 

2 1/2 1350 1.90   1/2 8 7/16 9 15/16 7 1/2 2 4 

3 1350 2.00   1/2 8 5/8 10 5/16 7 9/16 1 3/4 4 

4 1430 2.50   5/8 9 3/8 11 5/8 8 3/16 1 15/16 4 

5 1430 3.00   5/8 9 7/8 12 5/8 8 3/4 1 3/4 4 

6 1940 3.40   3/4 10 5/8 14 9 3/8 1 7/8 4 

8 2000 6.70   3/4 12 3/8 16 3/4 11 2 4 

10 3600 11.00   7/8 13 3/4 19 3/16 12 1/4 2 1/8 4 

12 3800 13.80   7/8 15 1/8 21 9/16 13 5/8 2 7/16 4 

SIZE RANGE: 3/4” to 12” inches. Other sizes available upon request. Refer to Rilco Manufacturing  
“Insulated Pipe Support Catalog”  for outside dimensions of  insulated pipe supports. 
MATERIAL TYPES: Carbon Steel or  Stainless Steel 
FINISH: Black, Galvanized, or coated to customer specifications. 
APPLICATIONS: Recommended for suspension of stationary pipes 
APPROVALS: Complies with Manufacturers Standardization Society SP-69 (Type 1) 
MAXIMUM TEMPERATURE: 450°F (323°C) 
ORDERING: Specify pipe size, part number, name and finish.       
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Load (lbs) • Weight (lbs) • Dimensions (inches) 


