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Size 

Part# 800/ Part# 801 Part# 800 Part# 801 

Load Ext. 
Piece 

Rod  
End A F D D1 N R S T C-C W F Weld 

Z 
C-C F 

Max Min Max Min Max Min 

A 650 1 3/4 1 37/16 

2 

11/4 1/4 5/8 5/8 0.374 
0.372 60 161/2 531/8 95/8 37/16 

3/16 

60 121/8 211/16 

B 1500 21/2 1 

21/2 

47/16 23/8 5/8 

13/8 13/8 

0.749 
0.747 108 

19 
991/8 101/8 

96 

147/16 311/16 
C 4500 

2 
1 0.749 

0.747 

120 

1111/8 101/8 

1 8000 11/4 413/16 
27/8 3/4 

0.999 
0.997 21 1103/8 

113/8 

413/16 

5/16 

161/2 41/8 

2 11630 
21/2 

11/2 5 0.999 
0.997 213/8 110 5 167/8 41/4 

3 15700 13/4 
3 

73/4 
3 33/16 3/4 11/2 111/16 

1.249 
1.247 227/8 1081/2 53/4 183/8 5 

4 20700 
3 

2 6 1.249 
1.247 25 108 

13 

6 

3/8 

201/2 51/4 

5 27200 21/4 4 73/4 61/8 41/4 11/4 21/2 2 1.499 
1.497 261/2 1061/2 63/4 22 6 

6 33500 
4 

21/2 5 75/8 77/8 53/8 73/4 3 23/8 1.749 
1.747 281/4 1043/4 75/8 233/4 67/8 

7 68200 3 53/4 83/4 91/8 61/4 2 31/2 3 1.999 
1.997 321/2 1021/2 15 83/4 5/8 28 8 

8 120000 6 4 71/4 11 14 73/4 21/4 73/4 33/8 2.499 
2.497 311/4 98 171/4 11 3/4 343/4 101/4 

47/16 

Sway Strut  
Assembly 

PART# 800/801 

FINISH: Black, Galvanized, or coated to customer specifications. 
APPLICATIONS: Used to restrain movement of piping while allowing for movement in the other two directions. 
FEATURES:  
• Effective under either tensile or compressive force. 
• Self-aligning bushings permits a plus or minus 5-degree misalignment or angular motion. Bushings are coated 

with dry lubricant. 
ORDERING: Specify assembly size, part number, name, option number, normal pipe or special O.D. and “W”  
dimensions. Alloy pipe clamps are available as a special order. The rear bracket assembly may be ordered  
separately. For restraint parallel to the pipe axis using two sway strut assemblies, a riser clamp is available. If a riser 
clamp is required, contact your RILCO “Support Team” member for assistance and information about this clamp. 

8-2 

Section 8 

Load (lbs) • Weight (lbs) • Dimensions (inches) 


